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Table 2. Seating Reference Point and Tether Anchorage Locations

Seating Reference Distance from Driver's
Point (SRP) front outboard seat
adjuster anchorage’

Front Row B1
E1
B2
E2
B3
E3
Second Row C1
F1
C2
F2
C3
F3
Third Row D1
G1
D2
G2
D3
G3

Note: Use the center of anchorage.
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Table 3. Seating Reference Point and Tether Anchorage Locations

Seating Reference Point

(SRP) Distance from SRP

Front Row H1

Second Row 11

Third Row J1

‘Note: Use the center of anchorage.
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NOMINAL DESIGN RIDING POSITION i,\_‘,‘:)

UPRIGHT POSITION ————-—»

For adjustable driver, passenger, 2™ row and
3™ row seat backs, describe how to position the
inclinometer to measure the seat back angle.
include a description of the location of the seat
back adjustment latch detent if applicable.
Indicate if applicable, how the detents are SEAT CUSHICN
numbered {Is the first detent “0”or “1"?).
Indicate if the seat back angle is measured with
the dummy in the seat.

SEAT BACK

INCLINOMETER

ADJUSTER
Seat back angle for driver's seat = degrees.

Measurement Instructions:

Seat back angle for passenger's seat = degrees.

Measurement Instructions:

Seat back angle for 2™ row seat = degrees.

Measurement Instructions:

Seat back angle for 3" row seat = degrees.

Measurement Instructions:
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